


NPB 6802.5mm Surface Mount, MDSMT Series
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2.5mm
surface mount

5,000 cycles Variety of circuits

2.5mm Jacks are built with 
5,000 insertion/withdrawal cycles

A wide variety of circuits are offered 
with closed and open versions 

For over 75 years, Switchcraft jacks have 
been trusted for applications all over the world

switchcraft quality 

Specifications
  Current Rating: 3A 

  Contact Resistance: <50 mohms

  Insulation Resistance: 100 mohms

  Dielectric Voltage: 250VAC @ 1 min

  Temp. Rating: -25°C to +85°C 

  Materials:

  Shell: Black Thermoplastic 

  Shunt Terminal: Copper Alloy

Part no. Description 
MDSMT2ARATRX 2.5mm” SMT Jack, Mono, closed circuit

MDSMT2BRATRX 2.5mm” SMT Jack, Stereo, dual open circuit

MDSMT3BRATRX 2.5mm” SMT Jack, Stereo, tip closed, ring open circuit

MDSMT4BRATRX 2.5mm" SMT Jack, Stereo, dual closed circuit

SWITCHCRAFT’S 2.5MM MDSMT SERIES are low profile jacks that are offered 
in a wide variety of circuits in 2 or 3 conductor versions. Circuits include closed, 
dual open, dual closed, and ring open in mono or stereo. The MDSMT Series is 
used in applications such as computers, video cameras, and multimedia devices.

S

Wide range of 2.5mm jacks including 2 
and 3 conductor, right angle SMT mount, 

and a variety of circuit options

Durable black thermoplastic shell

Copper alloy, silver plated 
sleeve, ring, and tip terminals


